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PROCESSOR UNIT SPECIFICATIONS

Processor i5-8500, 3GHz, 9MB 

Mainboard AIMB7062G

BIOS AMI 128Mbit SPI Flash  

Memory DDR 2400/2666, 8 GB RAM 1T ROM

Graphics Card Chipset Integrated Intel HD Graphics 

INTERFACES (all on rear panel)

USB 4 x USB (2 x USB 3.1 Gen, 2 x USB 2.0 Gen)

Serial 2 x Serial

PS/2 2 x PS/2 (1 x Keyboard, 1 x Mouse) 

HDMI / DVI 1 x HDMI, 1 x DVI (Resolution up to 1920 x 1200 @ 60Hz)

Ethernet 1000 Mbps, 3 x RJ-45

ELECTRICAL

Input Voltage AC 100 ~ 240 V

Power Consumption 120W

PHYSICAL

Dimensions (W * H * D) 482 x 177 x 450 mm   (19” standard rack, 4U height)

Weight 15.75 kg (21kg Shipping weight)

ENVIRONMENTAL

Temperature
Operating: 0°C to +40 °C
Storage: -20°C to +60°C             

Humidity
Operating: 10 ~ 85% @ 40°C, non-condensing
Storage: 10 ~ 95% @ 40°C, non-condensing

OPERATING SYSTEM AND SOFTWARE

Operating System Windows 10 English Professional 64 bit


